
                               17Series 16:9 Wide Screen Color Monitors

  TM32-17/TM24-17R

TM32-17 and TM24-17R color monitors are 32-inch and 24-inch additions to the
popular 17 Series and feature all the performance and functionality of the 10-
inch, 14-inch, and 20-inch models. These high-end color monitors also feature
wide-aspect (16:9) screens. The CRTs are super in-line models with wide-
aspect (16:9) screens. A large deflection angle of 105% reduces depth.

Standard features shared by other members of the 17 Series include automatic
switching between NTSC and PAL, switching screen aspect ratio (16:9/4:3) and
the Beam Feed-back System (BFS) for long-term stability for the black level.



16:9 Wide Screen Color Monitors                                       TM32-17/TM24-17R

l Employs the 32/24-inch wide aspect CRTs features all the performance and functionality of
   17 Series (10/14/20 inches).

l The CRTs are super flat in-line models with wide-aspect (16:9) screens.
   A large deflection angle of 105% reduces depth. Features horizontal resolution of 600 TV
   Lines or more.

l Standard features shared by other members of the 17 Series include automatic switching
   between NTSC and PAL (option), switching screen aspect ratios (16:9/4:3) and the Beam
   Feed-back System (BFS) for long term stability for the black level.

l Accept two composite video inputs, Y/C and RGB or component inputs (switchable).

l Digital inputs (D1 or D2/D3 formats) are available with optional modules.

l TM24-17R is EIA standard rack mountable.

SPECIFICATIONS

Resolution 600 TV lines or more horizontal resolution at center
CRT Super flat in-line, Slot-shadow mask, 16:9 type
Mask pitch TM32-17 : 0.75mm

TM24-17R : 0.74mm
Input voltage AC100V ∼ 120V ± 10%, 50/60Hz
Power comsumption TM32-17: approx. 100W

TM24-17R: approx 95W
Dimensions TM32-17: W806 x H602 x D600mm (W31.7 x H23.7 x D23.6 inch)

TM24-17R: W629 x H430 x D515mm (W24.8 x H16.9 x D20.3 inch)
Weight TM32-17: approx. 76kg (167.5 lbs) (excluding feet)

TM24-17R: approx. 42kg (92.6 lbs) (excluding feet)

Design and specifications are subject to change without notice.
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